
Baymedix® CD for seamless polyurethane films:
excellent mechanics and easy processing

Covestro specially developed the Baymedix® CD product line as raw materials for latex-free elastic films.  
Films based on Baymedix® CD allow a very simple formulation that can be processed either as seamless  
film by dipping or as rollstock film by casting. The films offer excellent wearing comfort and protection.
Films made of Baymedix® CD102 and Baymedix® CD105 are biodegradable according to ISO 14855 under 
composting conditions and according to OECD 301 B standard in waste water conditions.

Key features of film made from Baymedix® CD: 	
•	 Excellent mechanical stability
•	 Latex-free
•	 Suitable for straight and coagulate dipping
•	� Aqueaous polyurethane dispersion for lower  

environmental impact
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Coagulate dipping process using Baymedix® CD

Film properties (examples)
Property  

(Film thickness)
Baymedix® CD102  

(70 µm)
Baymedix® CD104  

(50 µm)
Baymedix® CD105

(95 μm)
Method

100% modulus 1.6 MPa 5.8 MPa ~1.5 MPa DIN EN ISO 527-2
Tensile strength 18 MPa 35 MPa ~30 MPa DIN EN ISO 527-2

Elongation at break 1,100% 700% ~1,300% DIN EN ISO 527-2
Moisture vapor  

transmission rate 1,800 g/(day · m2) 1,400 g/(day · m2) 1,100 g/(day · m²) DIN EN 13726-1

Film characteristics Flexible film for  
versatile uses

Strong film with  
a high durability

Flexible film for  
versatile uses –

* 	 PU dispersion might be diluted and re-thickened to adjust viscosity and film thickness.
**	� Recommended coagulants: calcium nitrate, calcium chloride, calcium acetate, reactivity can be adjusted by concentration and/or mixing with sodium salts.
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Product properties

Possible Applications
•	 Films for wound dressings
•	 Seamless films for:
    Gloves 
    Covers 
    Condoms
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The manner in which you use and the purpose to which you put and utilize our products, technical 
assistance and information (whether verbal, written or by way of production evaluations), including 
any suggested formulations and recommendations, are beyond our control. Therefore, it is impera-
tive that you test our products, technical assistance, information and recommendations to determine 
to your own satisfaction whether our products, technical assistance and information are suitable for 
your intended uses and applications. This application-specific analysis must at least include testing 
to determine suitability from a technical as well as health, safety, and environmental standpoint. Such 
testing has not necessarily been done by Covestro. All information and technical assistance is given 
without warranty or guarantee and is subject to change without notice. Any statement or recommen-
dation not contained herein is unauthorized and shall not bind us. Nothing herein shall be construed as 
a recommendation to use any product in conflict with any claim of any patent relative to any material or 
its use. No license is implied or in fact granted under the claims of any patent. For more information on 
Covestro products in medical applications, please request from your sales support contact our guid-
ance document: Guidance on Use of Covestro Products in a Medical Application.
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Straight dipping process using Baymedix® CD

Property Baymedix® CD102 Baymedix® CD104 Baymedix® CD105 Method

Solid content 39 – 41% 39 – 41% 49 – 51% DIN EN ISO 3251

Efflux time at 23°C max. 70 s 14 – 40 s – AFAM 2008/10503  
(4 mm cup)

Viscosity at 23 °C – – 50 – 1,000 mPa · s M014-ISO 3219/A.3
pH value 6 – 8 5.5 – 7.5 5.5 – 7.5 DIN ISO 976


