Desmopan® in contact with drinking water

[bookmark: _GoBack]Some Desmopan - GMP polyether based grades are not only certified for food-contact-applications but also for use in drinking water applications.

The suitability of materials for use in drinking water is regulated differently in each country. In genral, the product must pass different chemical and microbiological tests by recognized test institutes.

In Germany, the "Guideline for hygienic assessment of organic materials in contact with drinking water" (KTW Guideline) of the Federal Environmental Agency and the”Arbeitsblatt” W270 of the DVGW (German Association for Gas and Water e.V.) must be observed. In the USA, the NSF International (National Sanitation Foundation) is responsible for testing and certification of materials and products for drinking water contact. In the UK, this task is performed by WRAS (Water Regulations Advisory Scheme). "Attestation de Conformité Sanitaire" (ACS) is the certificate that is required in France for materials and articles intended to come into contact with drinking water.

To show the relevant certificates please follow the links below.

(Link 9370A-GMP)
Link 9385A-GMP
(Link 9392A-GMP)

Additional information on the complex set of rules, follow the links below:

https://www.umweltbundesamt.de/sites/default/files/medien/374/dokumente/ktw_leitlinie_070316.pdf

http://www.dvgw.de/wasser/recht-trinkwasserverordnung/

http://www.nsf.org/services/by-industry/water-wastewater/municipal-water-treatment/nsf-ansi-standard-61

https://www.wras.co.uk/


